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ELEV. OF DUCT RISER
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FACING BACK OVER ROOF 
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Ductwork riser enclosure
BY DEVELOPER. Grey
acrylic render over
insulation, Sto or similar

PRINCIPAL ENTRANCE

level access
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Unit B6 Domino'sUnit B6 Domino's

REAR ACCESS
& FIRE EXIT

Extract duct BY
DEVELOPER

Extract duct BY
DEVELOPER
(shown as broken
line concealed
within enclosure)

Extract duct BY
DEVELOPER
(shown as broken
line concealed
within enclosure)

For full view of extract
duct termination above
roof see Elev. 05 above

A B

Lignacite fairface
blockwork, colour
Blackstone
Weathered, stack
bonded with dark
mortar.

Lignacite fairface
blockwork, colour
Blackstone
Weathered, stack
bonded with dark
mortar.

Ductwork riser enclosure
BY DEVELOPER. Grey
acrylic render over
insulation, Sto or similar

White acrylic render over
insulation, Sto or similar

Timber/steel escape
doorsets painted
RAL7012 Slate Grey

Aluminium framed double
glazed, thermally broken,
window system, colour
RAL7016 Anthracite, grey
body tint glass.

Extract duct BY
DEVELOPER
(concealed within
enclosure)
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